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PROPOSED HMA SURFACE COURSE, > i L_PROPOSED HMA SURFACE COURSE, Q?\ PROPOSED HMA SURFACE COURSE:
MIX “C, N90 - 1V/p i MIX “C, N3O - 1/," MIX “C, N30 - 1/
PROPOSED AGGREGATE PROPOSED LEVELING BINDER i PROPOSED LEVELING BINDER PROPOSED LEVELING BINDER PROPUSED AGGREGATE
SHOULDER TYPE A, B8 (MACHINE METHOD) NSO - ¥, PROPOSED HMA SHOULDERS, (MACHINE METHOD) NSO - ¥y (MACHINE METHOD) N30 - ¥y SHOULDER TYPE A, 8"
EXISTING PAVEMENT SEE NOTE 1 B AND 10v SEE NOTE 1 SEE NOTE 1 - EXISTING PAVEMENT
SEE NOTES 2 & 4 PROPOSED HMA BASE
COURSE WIDENING, 10 AND
PROPOSED AGGREGATE SHOULDER DETAIL _ PROPOSED HMA SHOULDERS, 8 PROPOSED AGGREGATE SHOULDER DETAIL
STA. 1435+69.50 TO STA. 1435+72.19 PROPOSED IL-146 TYPICAL SECTION SEE NOTES 3 & 4 STA. 1435+63.50 TO STA. 1435+82.17
STA. 1442+62.33 TO STA, 1442+75.00 STA. 1435+99.50 TO 1438+15.00 STA, 1442+05.00 TO STA, 1442+75.00
STA. 1438+15.00 TO STA. 1438+21.00 - BRIDGE APPROACH PAVEMENT CONNECTOR (PCC)
STA. 1438+21.00 TO STA. 1440+23.50 - BRIDGE OMISSION
STA. 1440+23.50 TO STA. 1440+29.50 - BRIDGE APPROACH PAVEMENT CONNECTOR (PCC)
STA. 1440+29.50 TO STA. 1442+45.00
MIXTURE TABLE
LOCATIONGY. HGT-MIX ASPHALT SURFACE COURSE AND LEVELING BINDER
MIXTURE USE(S): HOT-MIX ASPHALT SUREACE COURSE, MX.C, NSU ; NOTES:
ACIPG: PGB4-22
RAP % (MAX.) 10 l. PROPOSED BUTT JOINT
IDESIGH AIRVOIDS: 4.0%, 80 GYRATION DESIGN STA. 1435+69.50 TO STA. 1435+99.50
{MIXTURE COMPOSITION: (GRADATION MIXTURE} IL-9.5 MM ORIL 12.5 MM STA. 1442+45.00 TO STA. 1442+75.00
[FRICTION AGGREGATE € SURFACE ‘IL IL-148
i 2. LEFT SIDE
LOCATIONS, OT-MIX ASPHALT & BASE COURSE WIDENING - MANUNE _FACE OF __| i | FACE OF STA, 1435+72.19 TO STA. 1435476.88 - PAVED SHOULDER
MIXTURE USE(ST. HOT-MIX ASPHALT BINDER COURSE. NGO, IL-19.0 GUARDRAIL GUARDRAIL WIDTH 4.00
PG R EXISTING TRAFFIC BARRIER STA. 1435+76.88 TO STA. 1436+33.31 - FIELD ENTRANCE
RAB %, A3 TS SIS} 14433;33.31 TO STA. 1436+69.70 - PAVED SHOULDER
DESIGN AR VOIDS: 4% 90 GYRATION DESIGN v WIDTH 4.00°
MIXTURE COMPOSITION: (GRADATION MIXTURE) | IL-19.0 MM STA. 1436+69.70 TO STA. 1436+77.91 - PAVED SHOULDER
FRICTION AGGREGATE NONE WIDTH TRANSITIONS FROM 4.00° TG 8.08’
o STA. 1436+77.91 TO STA. 1437+27,91 - PAVED SHOULDER
S WIDTH TRANSITIONS FROM 8.08° TO 7.08
LOCATIONE]. HOT-MIX AGPHALT SHOULDERS e STA. 1442+04.03 TO STA, 1442+54.15 - PAVED SHOULDER
MIXTURE USE(S): HOT-MIX ASPHALT SHOULDERS e WIDTH TRANSITION FROM 7.08’ TO 8.08’
ACIPG; PG58-22 EXISTING 2/2" HMA PAVEMENT % STA. 1442+54.15 TO STA. 1442+62.33 - PAVED SHOULDER
RAP % (MAX.) 50 WIDTH TRANSITION FROM 8.08' TO 4.00°
DESIGN AR YOIDS: 2.0% 30 GYRATION DESIGN EXISTING HMA BASE (VAR.)
MIXTURE COMPOSITION, (GRADATION MIXTURE] | HMA SHOULDERS — ORIGINAL 18‘~WIDE CONCRETE PAVEMENT 3. RIGHT SIDE
|FRICTICN AGGREGATE NONE 9" EXISTING HMA BASE ' STA. 1435+82.17 TO 1435+90.35 - PAVED SHOULDER
EXISTING TRAFFIC BARRIER WIDTH TRANSITIONS FROM 4.00° TO 8.08'

STA. 1435+490.35 TO STA. 1436+40.41 - PAVED SHOULDER
EXISTING BITUMINOUS SHOULDER WIDTH TRANSITIONS FROM 8.08" TO 7.08'
EXISTING GROUND STA. 144141659 TO STA. 1441+66.65 - PAVED SHOULDER
WIDTH TRANSITIONS FROM 7.08’ TO 8.08'
STA. 1441+66.65 TO STA. 1441474.83 - PAVED SHOULDER
WIDTH TRANSITIONS FROM B.08 TO 4.00/
THE HOT MIX ASPHALT BASE COURSE WIDENING, 10” CONSTRUCTED IN PRE-STAGE [ MAY BE

INCORPORATED INTO THE FINAL HOT MIX ASPHALT SHOULDERS, 8” DURING STAGE II EXISTING IL-146 TYPICAL SECTION 4, ROTATE SHOULDERS TO MATCH APPROACH PAVEMENT OVER 25°.
CONSTRUCTION IF APPROVED BY THE ENGINEER. SUCH CHANGE WILL NOT BE A CAUSE FOR STA. 1437+90.00 TO STA. 1438+15.00 - TRANSITION PAVED SHOULDER
ADDITIONAL COMPENSATION, BUT THE CONTRACTOR WILL BE PAID FOR THE ACTUAL QUANTITY , FROM 4% CROSS SLOPE, TO 2% CROSS SLOPE.

FURNISHED AT THE UNIT PRICE BID FOR THE WORK. STA. 1440+29.50 TO STA. 144045450 - TRANSITION PAVED SHOULDER

FROM 47 CROSS SLOPE, TO 2% CROSS SLOPE.
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